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GENERAL NOTES

1.  KEYNOTE SYMBOLS ON THIS DRAWINGS ARE TYPICAL
     FOR ALL SIMILAR CONDITIONS/ ITEMS ON THIS SHEET.

2.  REFER TO SCHEDULE SHEETS (A-1.0, A-4.5 & A-4.6) FOR
     ADDITIONAL INFORMATION ON WALL/FLOOR ROOF
     CONSTRUCTION, OPENINGS & REQUIREMENTS
     FOR TEMPERED GLASS.

3.  REFER TO WALL SECTIONS FOR ADDITIONAL
     NOTES AND DIMENSIONS.

4.  G.C. TO COORDINATE WORK AMONG VARIOUS TRADES
     & UTILITIES

5.  REFER TO STRUCTURAL DRAWINGS FOR ALL EXTERIOR
     BEARING CONDITION DETAILS, TYPICAL.

6. GENERAL FLASHING NOTE: AT BRICK VENEER LOCATIONS,
    PROVIDE CONTINUOUS FLASHING AT ALL WINDOW & DOOR
    HEADERS & SILLS WITH CELL VENTS AT 24" O.C. ALL
    FLASHING TO BE INSTALLED PROPERLY, LAPPED & SEALED
    WITH END DAMS ETC., FOR WATER TIGHT CONDITIONS.

KEYNOTES

1 TOP OF CONCRETE FOUNDATION WALL/ FOOTING - SEE
BASEMENT PLAN & STRUCTURAL DRAWINGS

2

NOMINAL 12" x  4" x 16" LOAD BEARING CONCRETE BRICK
BY "COUNTRY MATERIALS CORPORATION" OR AN
APPROVED EQUAL - REFER TO WALL SECTIONS &
SPECIFICATIONS. COLOR:  'HERITAGE COLLECTION
COFFEE BLEND SMOOTH FACED'

3

NOMINAL 4" x 4" x 24" LIMESTONE WINDOW SILL (AT 1ST
FLOOR ONLY), 'LIMESTONE GROUND FACE' BY "PRAIRIE
STONE" OR AN APPROVED EQUAL - REFER TO WALL
SECTIONS & SPECIFICATIONS

4

6" DIAMETER PIPE BOLLARD (TYP.) - SEE STRUCTURAL
DRAWINGS FOR DETAILS. COLOR TO BE "SAFETY YELLOW"

5

VINYL SLIDING WINDOW  / PATIO DOOR - REFER TO
SCHEDULES - PROVIDE CAULKING OR SEALANT
AROUND FULL PERIMETER OF ALL DOORS, WINDOWS
& VENTS - TYPICAL

6

7

4"H CONTINUOUS BAND MADE OF PRE-FINISHED
SHEET METAL CAP AT TOP OF BRICK VENEER -
COLOR OF CAP TO MATCH COLOR OF LIMESTONE
WINDOW SILL - REFER TO WALL SECTION

8

TYPICAL BALCONY RAIL: PROVIDE PRE-FINISHED POWDER
COATED ALUMINUM 'CLASSIC SYSTEM' RAILING BY "STERLING
RAILING" (OR AN APPROVED EQUAL) - 'TR-020' TOP RAIL, 3/4"
SQUARE PICKETS WITH SURFACE MOUNTED SQUARE POST &
WALL MOUNTED TOP RAILS - RAILING SYSTEM SHALL MEET
LOADING REQUIREMENTS OF 'CONCENTRATED LOAD' &
'LATERAL LOAD' OF "2003 IBC" -FINISH COLOR TO BE "WHITE"
OR AN OWNERSHIP APPROVED EQUAL

9

7.25" (6" EXPOSURE x 5/16" TH) 'SELECT CEDARMILL'
'HARDI-PLANK' LAP SIDING BY "JAMES HARDIE" OR AN
APPROVED
EQUAL - FACTORY PRIMED & PAINTED - FINISH COLOR TO BE
"COBLESTONE (JH40-10)" BY "JAMES HARDIE COLOR PLUS" -
REFER TO WALL SECTIONS & SPECIFICATIONS

10

4" (3 1/2" EXPOSURE x 3/4"TH) SMOOTH 'HARDI-TRIM' AS
CORNER BOARD TRIM & AT ALL EXTERIOR DOOR SURROUNDS -
BY "JAMES HARDIE" OR AN APPROVED EQUAL  - FACTORY
PRIMED & PAINTED - FINISH COLOR TO BE "ARTIC WHITE (JH10-
20)" BY "JAMES HARDIE COLOR PLUS" - REFER TO WALL
SECTIONS & SPECIFICATIONS

11

4" (3 1/2" EXPOSURE  x  3/4" TH) SMOOTH 'HARDI-TRIM' WINDOW
SURROUNDS (AT 2ND, 3RD & 4TH FLOORS) & CONTINUOUS
SILL BAND AT TOP FLOOR BY "JAMES HARDIE" OR AN
APPROVED EQUAL - FACTORY PRIMED & PAINTED - FINISH
COLOR TO BE "ARTIC WHITE (JH10-20)" BY "JAMES HARDIE
COLOR PLUS" - REFER TO WALL SECTIONS & SPECIFICATIONS

12

1/4" TH SMOOTH 'HARDI-PANEL' WITH 4" (3 1/2" EXPOSURE x
3/4" TH) 'HARDI-TRIM" AS BATTEN BY "JAMES HARDIE" OR AN
APPROVED EQUAL- FACTORY PRIMED & PAINTED - FINISH
COLOR TO BE "COBLESTONE" FOR PANEL & "ARTIC WHITE"
FOR BATTEN BY "JAMES HARDIE COLOR PLUS" - REFER TO
WALL SECTIONS & SPECIFICATIONS

13

FREEZE CONSISTS OF THREE (3) TRIM BANDS - 8" (7 1/2"
EXPOSURE x 1" TH) OVER12" (11 1/2" EXPOSURE x 1" TH)
OVER ANOTHER 8" SMOOTH 'HARDI-TRIM" BY "JAMES HARDIE"
OR AN APPROVED EQUAL - FACTORY PRIMED & PAINTED - FINISH
COLOR TO BE "ARTIC WHITE" BY "JAMES HARDIE COLOR PLUS" -
REFER TO WALL SECTIONS & SPECIFICATIONS

14

FASCIA TO BE 10" (9 1/2" EXPOSURE x 3/4" TH) SMOOTH
'HARDI-TRIM' WITH 1/4" TH SMOOTH 'HARDI-SOFFIT' BY "JAMES
HARDIE" OR AN APPROVED EQUAL - FACTORY PRIMED &
PAINTED - FINISH COLOR TO BE "ARTIC WHITE" BY "JAMES
HARDIE COLOR PLUS" - REFER TO WALL SECTIONS &
SPECIFICATIONS

NOMINAL 4" x  4" x 16" CONCRETE BRICK VENEER BY
"COUNTRY MATERIALS CORPORATION" OR AN
APPROVED EQUAL - REFER TO WALL SECTIONS &
SPECIFICATIONS. COLOR:  'HERITAGE COLLECTION
COFFEE BLEND SMOOTH FACED'

NOMINAL 24" x 8" x 4" LIMESTONE CAP AT 'PORTE
COCHERE' COLUMN BASE, 'LIMESTONE GROUND FACE' BY
"PRAIRIE STONE" OR AN APPROVED EQUAL -
REFER TO WALL SECTIONS & SPECIFICATIONS

7.25" (6" EXPOSURE x 5/16" TH) 'SELECT CEDARMILL'
'HARDI-PLANK' LAP SIDING BY "JAMES HARDIE" OR AN APPROVED
EQUAL - FACTORY PRIMED & PAINTED - FINISH COLOR TO BE
"KHAKI BROWN (JH20-30)" BY "JAMES HARDIE COLOR PLUS" -
REFER TO WALL SECTIONS & SPECIFICATIONS

PRE FINISHED ALUMINUM GUTTER & DOWN SPOUT - COLOR TO
BE WHITE - CONNECT DOWN SPOUTS TO UNDERGROUND
DRAIN-TILE SYSTEM - REFER TO PLUMBING DRAWINGS

PROVIDE 30 YEAR 'WEATHERED WOOD' ASPHALT SHINGLES BY
"TIMBERLINE" OR AN APPROVED EQUAL  - USE 30# FELT WITH
SHINGLE OVER RIDGE VENTS & BUILT-UP ROOF SADDLES AT
CHIMNEYS AS REQUIRED.  PROVIDE ICE & WATER SHIELD AT
ALL EAVES TO A HEIGHT 2'-0" ABOVE EXTERIOR WALL - REFER
TO ROOF PLAN & STRUCTURAL DRAWINGS

HOLLOW METAL EXIT DOOR WITH VISION LITE - PAINT COLOR
MATCH WINDOW COLOR - REFER TO DOOR SCHEDULE

INSULATED STEEL OVERHEAD GARAGE DOOR - REFER TO
DOOR SCHEDULE

'PORTE COCHERE' WITH DECORATIVE COLUMNS - SMOOTH
'HARDI-TRIM' FASCIA WITH SMOOTH 'HARDI-SOFFIT &
SMOOTH 'HARDI-TRIM' FRIEZE BY "JAMES HARDIE" OR AN
APPROVED EQUAL - FACTORY PRIMED & PAINTED - FINISH
COLOR TO BE "ARTIC WHITE" BY "JAMES HARDIE COLOR
PLUS" - REFER TO WALL SECTIONS & SPECIFICATIONS -
REQUIRED CLEARANCE IS 14'-0"

WALL MOUNTED LIGHT FIXTURE - REFER TO ELECT. DRAWINGS

15

16

17

TREX DECK BOARDS OVER TREATED WOOD FRAMING w/ 'HARDI-
TRIM' WRAPPED COLUMN - FACTORY PRIMED & PAINTED -
COLOR TO MATCH TRIM COLOR - REFER TO PLANS AND
SECTIONS FOR DETAILS

PRE-FINISHED SLOPED METAL CHIMNEY CAP - COLOR TO MATCH
TRIM COLOR

7. PROVIDE CONTINUOUS 3/8" THICK VERTICAL CONTROL
JOINT IN SIDING - PROVIDE CONTINUOUS BACKER ROD AND
CAULK PER MFR'S SPECIFICATIONS

4'-0" X 4'-0" EXHAUST VENT - SEE STRUCTURAL & MECHANICAL
DRAWINGS FOR DETAILS

8'-0" X 8'-0" INTAKE VENT - SEE STRUCTURAL & MECHANICAL
DRAWINGS FOR DETAILS

ROUND OR RECTANGULAR ALUMINUM GABLE VENTS (TYP.)
COLOR TO MATCH TRIM COLOR

ALUMINUM STOREFRONT  WINDOWS  / BI-PART SLIDING
DOORS - REFER TO SCHEDULES - PROVIDE CAULKING
OR SEALANT AROUND FULL PERIMETER OF ALL DOORS,
WINDOWS & VENTS - TYPICAL
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28

27

29
MECHANICALLY FASTENED SINGLE PLY, 60 mil. WHITE TPO
ROOFING MEMBRANE OVER EPS ROOF INSULATION AND ROOF
FRAMING - SLOPE TO MAIN ROOF. INSTALL MEMBRANE
FLASHING AT ALL WALLS, CURBS, AND ROOF PENETRATIONS.
ROOF SLOPE 1/4 : 12.




